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VÁLVULA DE BOLA WAFER ASIENTO METAL
Para aplicaciones de alta presión y temperatura

METAL SEATED WAFER BALL VALVE
For high pressure and temperature aplications

No. 08190322KTN.UU45

WSS



Diseño
Design

Extremos finales
Flanged ends

Pruebas
Testing

CURVA PRESIÓN TEMPERATURA WSS
PRESSURE TEMPERATURE RATING WSS

ASME B16.34 / EN 12569 / API 608 / EN 17292
ASME VIII DIV.1 / EN 12516-1

ASME B16.5 CI.150 / 300
EN 1092-1 PN 10/16/25/40
DIN 2632 / 2633 / 2634 / 2635

ASME B16.104
API 598
EN 12266-I
ISO 5208
BS 6755-I

VÁLVULA DE BOLA WAFER CON ASIENTO METAL - KTN WSS

La KTN AP10NU es nuestra versión de la válvula de bola wafer 

para servicios extremos, ofreciendo una estanqueidad abso-
luta a la vez que permite cambios bruscos de temperatura 
(-46ºC hasta +400ºC), altas presiones y medios con sólidos 
abrasivos.

Todo esto gracias al uso de sus asientos de pentafite, un com-
ponente metálico auto lubricante cuyas propiedades metáli-
cas ofrecen gran capacidad de compresión y resistencia a la 
corrosión, su alta elasticidad, por otro lado, permite adaptarse 
a la esfera, evitando el desplazamiento del asiento, reducien-
do el par y obteniendo una estanqueidad total.

Medidas superiores, opciones y materiales especiales bajo 

consulta.

METAL SEATED WAFER BALL VALVE - KTN WSS

The KTN AP10NU is our version of the wafer ball valve for extre-

me services, offering absolute tightness while allowing sudden 
changes in temperature (-46ºC to + 400ºC), high pressures 
and media with abrasive solids.

All this thanks to the use of its pentaphite seats, a self-lubrica-
ting metallic component whose metallic properties offer great 
compression capacity and resistance to corrosion, its high 
elasticity, on the other hand, allows it to adapt to the sphere, 
avoiding displacement of the seat, reducing the torque and 
obtaining a total tightness.

Superior measures, options and special materials on request.
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nº Parte / Part Material / Materials
CTE Junta de conexión del cuerpo Body connector gasket Grafoil

M Junta del asiento Seat Gasket Grafoil
II^ Junta secundaria del vástago Secondary Stem seal Grafoil
I^ Junta primaria del vástago Primary stem seal Grafoil
93 Prensaestopas Gland 316 SS
90 Muelle del vástago Stem spring 301 SS
84 Muelle del asiento Seat spring 301 s.s / X750
80 Palanca Handle Fe37 UNI 7070

35-1 Cuerpo/Tornillos conectores Body/Connector Bolts 304 SS
35 Tuerca Nut 304 SS
14 Palanca bloqueo Lever Stooper UNI 3740 Gr. 8.8
14 Anillo de compresión Compression ring 316SS
13 Porta asiento del cuerpo Body seat holder 316 SS

12 Asiento Seat
PENTAFITE

ST6
CRC- WC

RPTFE
5 Vástago Stem A564 Tp.630 (17/4PH)

- Revestimiento bola Ball coating
HTC / HCR

ST6
WC/CRC

4 Bola Ball 316 SS
2 Conector Connector A105 / 316SS
1 Cuerpo Body A105 / 316SS

HTC = Nitruro de titanio (Titanium Nitrides); HCR = Nitruro de Cromo (Chrome Nitrides); ST6 = Stellite 6 Detonation Gun/HVOF
WC = Carburo de Tungsteno (Tungsten Carbides Detonation Gun/HVOF); CRC = Carburo de Cromo (Chrome Carbides Detonation Gun/HVOF)
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ANSI 150 / PN10-16

DN Ø ØE L P h H M R f/t ISO5211

15 1/2 14 55 34 53 85 151 10/6 F03

20 3/4 19 60 36 55 87 151 10/6 F03

25 1 24 60 50 69 95 186 12/8 F03

40 1 1/2 38 80 63 96 119 275 16/10 F05

50 2 48 95 72 102 127 275 16/10 F05

80 3 75 121 93 128 148 380 22/14 F07

100 4 95 152 105 152 184 440 30/18 F10

150 6 152 240 154 220 273 715 45/30 F14

ANSI 300 / PN25-40

DN Ø ØE L P h H M R f/t ISO5211

15 1/2 14 55 34 53 85 151 10/6 F03

20 3/4 19 60 36 55 87 151 10/6 F03

25 1 24 65 50 69 95 186 12/8 F03

40 1 1/2 38 85 63 96 119 275 16/10 F05

50 2 48 100 75 102 125 275 16/10 F05

80 3 75 145 912 125 149 380 22/14 F07

100 4 95 185 105 152 184 440 30/18 F10

150 6 152 280 154 220 273 715 45/30 F14
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