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Válvula de esfera guiada asiento metal
Metal seated trunnion ball valve
Fig. APT2 DN 15 -150 (1/2”- 6”)
Stainless steel / Carbon steel
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APT2 / MATERIALES, DIMENSIONES Y CARACTERÍSTICAS / MATERIALS, DIMENSIONS AND FEATURES

APT2 VÁLVULA DE ESFERA FLOTANTE  BIDIRECCIONAL ASIENTO METAL
BI-DIRECTIONAL METAL SEATED FLOATING BALL VALVE

DN 15 20 25 40 50 80 100 150
Ø” 1/2” 3/4” 1 1 1/2” 2” 3” 4” 6” (I)
ØE 14 19 24 38 51 76 102 152

Cl. 150

L 140 152 165 191 178 203 229 394

PN 10-16
h 82 82 83 96 103 128 157 157
P 48 48 50 63 69 89 111 111
B 73 73 68 81 87 114 125 125
F/t 16/10 16/10 16/10 16/10 16/10 22/14 30/18 30/18

ISO 211 F05 F05 F05 F05 F05 F07 F10 F10

Cl. 300

L 140 152 165 191 216 283 305 403

PN 25-40
h 82 82 83 96 103 128 180 180
P 48 48 50 63 69 89 114 114
B 73 73 68 81 87 114 125 125
F/t 16/10 16/10 16/10 16/10 16/10 22/14 45/30 45/30

ISO 211 F05 F05 F05 F05 F05 F07 F14 F14

Cl. 600

L 165 191 216 241 292 356 432 559

PN 64-100
h 82 82 83 104 112 143 199 199
P 48 48 50 65 75 95 124 124
B 73 73 68 83 95 115 159 159
F/t 16/10 16/10 16/10 22/14 22/14 30/18 45/30 45/30

ISO 211 F05 F05 F05 F07 F07 F10 F14(I) F14(I)

Cl. 900

L 216 229 254 305 268

PN 160
h 79 79 79 104 116
P 55 55 55 65 75
B 73 73 73 98 100
F/t 16/10 16/10 16/10 22/14 22/14

ISO 211 F05 F05 F05 F07 F07

Cl. 1500

L 216 229 254

PN 250
h 79 79 79
P 55 55 55
B 73 73 73
F/t 16/10 16/10 16/10

ISO 211 F05 F05 F05

Diseño
Design

Extremos finales
Flanged ends

FIG

(I) Reductor manual - Gear box 

- 46ºC +400ºC

BIDIRECCIONAL
BI-DIRECTIONAL

DOBLE BLOQUEO Y PURGA
DOUBLE BLOCKED AND BLEED

DESFOGUE AUTOMÁTICO DEL CUERPO
AUTOMATIC BODY CAVITY RELIEF

ASME B16.34/API 608/EN 12569 / EN 17292
ASME VIII DIV.1 / EN 12516-1

ASME B16.5 CL.150/300/600/900/1500
EN 1092-1 PN 10/16/25/40/63/100
DIN 2632/2633/2634/2635/2636/2637/2638

DIMENSIONES APT2
DIMENSIONS APT2
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APT2  / MATERIALES, DIMENSIONES Y CARACTERÍSTICAS / MATERIALS, DIMENSIONS AND FEATURES

nº Parte / Part Material / Materials
Te Cubierta junta Body cover gasket Grafoil Grafoil

CTE Junta de conexión del cuerpo Body connector gasket Grafoil Grafoil
M Junta del asiento trasero Backseat gasket Grafoil Grafoil
IIA Junta secundaria del vástago Secondary Stem seal Grafoil Grafoil
IA Junta primaria del vástago Primary stem seal Grafoil Grafoil
93 Prensaestopas Gland 304SS 304SS
90 Muelle del vástago Stem spring UNS S30100 UNS S30100
84 Muelle del asiento Seat spring UNS S30100 UNS S30100
80 Manguito Handle Fe37 UNI 7070 Fe37 UNI 7070

35-2 Cubierta tornillos Cover bolts A193 B7 A194 Gr.2H A193 B8M A194 Gr.Gr.8M
35-1 Cuerpo/Tornillos conectores Body/Connector Bolts A193 B7 A194 Gr.2H A193 B8M A194 Gr.Gr.8M
35 Tuerca Nut 304 SS 304 SS
21 Cojinetes Trunnion bearing DU/BM DU/BM
15 Palanca de tope Lever stopper UNI 3740 Gr. 8,8 UNI 3740 Gr. 8,8
14 Anillo compresor Compressor ring A479 Tp.316 A479 Tp.316
13 Porta asiento del cuerpo Body seat holder A479 Tp.316 A479 Tp.316

12 Asiento Seat
PENTAFITE

ST6
WC/CRC

PENTAFITE
ST6

WC/CRC
11 Soporte conectores asiento Connector seat holder A479 Tp.316 A479 Tp.316
6 Cubierta inferior Lower cover 105

5 Vástago Stem 420 s. s. A564 Tp. 630 (17/4PH) A564 Tp. 630 (17/4PH)

- Revestimiento bola Ball coating
HTC / HCR

ST6
WC/CRC

HTC / HCR
ST6

WC/CRC
4 Bola Ball 316 SS 316 SS
2 Conector Connector A105 A479 Tp.316
1 Cuerpo Body A105 A479 Tp.316

HTC = Nitruro de titanio (Titanium Nitrides); HCR = Nitruro de Cromo (Chrome Nitrides); ST6 = Stellite 6 Detonation Gun/HVOF
WC = Carburo de Tungsteno (Tungsten Carbides Detonation Gun/HVOF); CRC = Carburo de Cromo (Chrome Carbides Detonation Gun/HVOF)

MATERIALES BASE APT2
BASE MATERIALS APT2


