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FIG. 123T
CARBON STEEL DIN FLANGED PFA LINED BALL VALVE
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KTN 123T
CAST CARBON STEEL 2PCS DIN FLANGED PFA LINED BALL VALVE
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KTN PFA LINED 
BALL VALVE SERIES:
Our PFA lined 2 piece DIN flanged full port ball valve. Specially made for handling large quantities of highly corrosive media thanks to 
its advanced design and the resistance conferred by the PFA coating. Highly demanded on chemistry, petrochemistry and pharma-
cy industries also for it’s excelent higienical properties, our KTN 123T design includes many features explained bellow: 

Locked handle:

Locked-out handle design for operating safety.

Anti-static spring:

Anti-static spring design for fire safe.

ISO 5211 mounting pad:

ISO 5211 mounting pad for easy 
actuator installation.

Spyral packing:

State of art “Spiral type®” packing 
design for maintenance free.
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T-Slots:

Body with T-slots locked-in design to prevent the liner to be 
sucked in vacuum services.
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Integral ball and stem: 

Integral stem and ball design for stem blowout 
preventing and increase of life service.
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KTN 123T
CAST CARBON STEEL 2PCS DIN FLANGED PFA LINED BALL VALVE

SPECIFICATION KTN 123T UNDER REQUEST

DESIGN STANDARDS DIN ASME, JIS, GB

AVALIABLE BODY MATERIAL WCB CF8, CF8M, TITANIUM

LINER THICKNESS > 3 mm

LINING MATERIAL PFA PTFE, FEP, PO

AVAILABLE TEMPERATURE -20ºC ~ 180ºC

SPARK TEST 14 KV

Floating flow coefficient table (PN16/150#/JIS10)

DN 15 20 25 40 50 65 80 100 150 200

CV 14 14 55 210 310 310 684 1546 3262 4565

Opening torque (PN16/150#/JIS10)

DN 15 20 25 40 50 65 80 100 150 200

Nm 10 10 10 20 25 25 85 120 320 700

Weight (PN16)

DN 15 20 25 40 50 65 80 100 150 200

Kg 3.4 3.9 5 9.6 13.6 18.5 28 41.4 100 145
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Pressure vs. Temperature Chart 

Temperature in ºC (ºF)

(-40)       (0)      (40)     (80)      (120)    (160)   (200)   (240)   (280)     (320)     (360)   (400)

-40        -18        -4         27          49         71        93       116      138        160        182      204
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KTN 123T
CAST CARBON STEEL 2PCS DIN FLANGED PFA LINED BALL VALVE

OUTLINE DIMENSIONS

DN L o c g t f H N-ø ISO 5211 □ J

15 130 ø95 65 45 12.5 2 113 4-ø14 F05/F07 11 12

20 150 105 75 55 13 2 113 4-ø14 F05/F07 11 12

25 160 115 85 65 13 2 118 4-ø14 F05/F07 11 12

32* 180 140 100 78 17 2 132 4-ø18 F05/F07 14 16

40 200 150 110 81 17 2 132 4-ø18 F05/F07 14 16

50 230 165 125 102 18.5 2 143 4-ø18 F05/F07 14 16

65 290 185 145 116 20 2 143 4-ø18 F05/F07 14 16

80 310 200 160 132 21.5 2 186 8-ø18 F07/F10 19 21

100 350 220 180 157 26.5 2 208 8-ø18 F07/F10 22 24

150 480 285 240 216 27 2 275 8-ø22 F10/F12 27 29

200 600 340 295 264 29 2 318 12-ø22 F14 36 38

300* 610 460 410 378 29 2 335 12-ø26 F16 46 48

* Under special request
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KTN 123T
CAST CARBON STEEL 2PCS DIN FLANGED PFA LINED BALL VALVE

1 Body ASTM A216 WCB/PFA

2 Ball and stem ASTM A216 WCB/PFA

9 Packing gland ASTM A351 CF8

8 Packing bushing ASTM A276 304SS

10 Connecting shaft ASTM A276 304SS

13 Spring ASTM A276 304SS

14 Handle ASTM A351 CF8

15 Handle lock ASTM A276 304SS
11 Bolts/Nuts ASTM A276 304SS

16 Bolts/Nuts ASTM A276 304SS

6 Seat PTFE

7 Packing PTFE

5 Bonnet ASTM A216 WCB/PFA

3 Bolts ASTM A276 304SS

6 Seat PTFE


