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MIRILLA CON LENGUETA DE TURBULENCIA ROSCA BSP
Acero inoxidable  A316, PN16,

DN8-32 (1/2” - 2”)

SIGHTGLASS WITH FLOW INDICATOR BSP THREAD
Stainless steel A316, PN16
DN 8-32 (1/2”- 2”)
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CURVA PRESIÓN DE TEMPERATURA MIRILLA
PRESSURE TEMPERATURE RATING SIGHTGLASS

5 Tornillo Bolt AISI 304
4 Junta Gasket PTFE
3 Cristal Glass Cristal templado / Tempered glass
2 Tapa Cover CF8M
1 Cuerpo Body CF8M
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Cod. DN “ L L1 H N-Z Peso / Weight (Kg)

3939KTNR001 15 1/2” 100 35 70 4-M8 1.1

3939KTNR002 20 3/4” 100 35 70 4-M8 1.3

3939KTNR003 25  1” 120 35 70 4-M8 1.5

3939KTNR004 32  1 1/4” 120 42 80 4-M10 1.9

3939KTNR005 40  1 1/2” 120 42 80 4-M10 2.4

3939KTNR006 50 2” 150 50 100 4-M10 3.3

Conexión / Ends BSP DIN2999

Glass * Vidrio sodocálcico templado
Tempered soda-lime glass

Presión de trabajo max.
Max. working pressure

16 kgs/cm2 a 50ºC
16 kgs/cm2 at 50ºC

Temp de trabajo max.
Max. working temp

200ºC a 10Kg/cm2
200ºC at 10Kg/cm2


